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REMARKS:  WELL LOG ELECTRIC LOGS fe_ X WATER SANDS LOCATION INSPECTED ' SUB. REPORT/abd

DATE FILED 12-24-84

LAND: FEE & PATENTED STATE LEASE NO PUBLIC LEASE NO U-13633 INDIAN

DRILLING APPROVED: 1-8-85 - GAS (Cause No. 187-3)

SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION

GRAVITY AP

GOR

PRODUCING ZONES:

TOTAL DEPTH

WELL ELEVATION N 77/? 7 G/l ! ) .

oo |1 flpplicalion Radcindic) 3-8 QLz

FIELD: 'NATURAL BUTTES 3/g¢ )

UNIT

COUNTY: UINTAH

WELL NO. DUCK CREEK #71-9 API #43-047-31598

LOCATION - 1171 FNL fr.rrommmiiune,  1272Y FEL FT. FROM (E) (W) LINE. NE NE 14 —1asic. 9
TWP RGE. SEC. OPERATOR’ OPERATOR

\ 95
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. 1a. TYPE OF WORK

®

UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

Form 3160-3
(November 1983)
(foi/merly 9-331C)

(Other instructions on
reverse side)

SUBMIT IN TI‘CATE‘

Form approved.
Budget Bureau No. 1004—0136
Expires August 31, 1985

$. LEASE DNSIGNATION AND SERIAL NO.

U-13633

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

6. IF INDIAN, ALLOTTER OR TRIBE NAME

DRILL ] DEEPEN [ PLUG BACK []

b. TYPE OF WELL

Ute Surface
7. UNIT AGEEXMENT NAME

(‘?J::'LL "?VAESLL orrER %’;‘;ﬂ ?Z‘JJNL;:“PL‘ §. FARM OR LEASE NAME
2. NAMK OF OPCRATOR Duck Creek
W.C. Investments Aadls
3. ADDRESS OF OPERATOR #7 1-9

4901 West 2100 South, Salt Lake Citv, Iltah 84120

10. FIXLD AND POOL, OR WILDCAT

4, kgcu‘xon or WELL (Report location clearly and in accordance with any State requirements.*)
suriace

1272' FEL 1171' FNL Section 9, T9S, R20E, S.L.B.& M.

At proposed prod. zone
Same

~Eield— AMTURAL Bui7Es

11. sEC., T., BR., M., OR BLK.
AND SURVEY OR AREA

Section 9, T9S, R20E, S.L.}

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE?

2] Miles Southeast Ft; Duchesne, Utah

13. STATE

Utah

12. COUNTY OR PARISH

Uintah

16. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, '
(Also to nearest drig. unlt Iine. if any) 1171 40 7 40
18. DISTANCE FROM PROPOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, P
OR APPLIED FOR, ON THIS LEASE, FT. 7200" Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORE WILL START*
4714' Natural GL A.S.A.P.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE 8IZE OF CASING WEIGHT FPER FOOT SETTING DEPTH QUANTITY OF CEMENT
17 1/2" 13 3/8" 54.5 # K55 200" 200 Sacks
8 1/2" 4 1/2" 11.6 # K55 7200 Circulate to Surface
See Attachments for:

. 10 Point Program

. 13 Point Surface Use Plan w/add1t10nal~pxe¥}§ or _the BIA.

. Location Plat |

Location Layout

TOPO MapS "All & "B"
B.0O.P. Design
. Production Diagram

APPROVED 'YYHE STST"

SNovn bW N e

zone. If proposal is to drill or deepen directional
preventer program, if any.

g

L.Z\;/ f“

geaslata on present productive zone and proposed new productive
y, 2lve pertinent data on subsurfdce locations and measured and true vertieal depths.

Give blowout -

ﬂ/ﬂnﬂ;ph./

DATE / Z/ 1‘{/ %

g TITLE
(This space for Federal or State office %e) y
PERMIT KO, APPROVAL DATE
APPROVED BY TITLE DATE

CONDIiTIONS OF APPROVAL, IF ANY !

*Sce lnstrucﬂons- On Reverse Side

Txtle 18 U.S.C. Section 1001 makes it a crime for any person knowingly and willfully to make to any department or agency of the

alse

itious or fraudulent statements or representations as to anv matter within its jurisdiction.
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company: W.C. Investments

Well No. Duck Creek #71-9

Location: Section 9, T9S, R20E, S.L.M.

Lease No.: U-13633

Onsite Inspection Date: December 4, 1984

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore 0il and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A
copy of these conditions will be furnished the field representative to

insure compliance,

A. DRILLING PROGRAM

1. Surface Formation and Estimated Formation Tops:

Surface - Uinta
Green River 1879
J-Zone 4100' Approx.
Wasatch 5500'

Total Depth 7200

2. Estimated Depth at which 0il, Gas, Water, or other Mineral Bearing
Zones are Expected to be encountered:

Formation - Zone
Expected 0il Zones: Wasatch J
Expected Gas Zones: Wasatch J
Expected Water Zones: None
Expected Mineral Zones: None

A1l fresh water and prospectively valuable minerals (as described by
BLM at onsite) encountered during drilling, will be recorded by depth and
adequately protected. All o0il and gas shows will be tested to determine
commercial potential.

3. Pressure Control Equipment:

13 5/8", 3000 PSI Hydraulic Doublegate B.0.P. Pressure tests of
B.0.P. to 1000 # will be made prior to drilling surface plug and on each
trip for bit.
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W.C. Investments . ‘

Duck Creek #71-9
Section 9, T9S, R20E, S.L.B.& M,

BOP systems will be consistent with API RP 5%. Pressure tests will be
conducted before drilling out from under all casing strings which are set
and cemented in place. Blowout preventer controls will be installed prior
to drilling the surface casing plug and will remain in use until the well
is completed or abandoned. Preventers will be inspected and operated at
least daily to ensure good mechanical working order, and this inspection
recorded on the daily drilling report. Preventers will be pressure tested
before drilling casing cement plugs.

The District Office should be notified, with sufficient lead time, in
order to have a BLM representative on location during pressure testing.

4. Casing Program and Auxiliary Fquipment:
200' of 1% 3/8" Surface Casing 54.3# K-55
7200 of 4 1/2" Production Casing 11.6# K-55

Anticipated cement tops will be reported as to depth, not the expected
number of sacks of cement to be used. The District Office should be
notified, with sufficient lead time, in order to have a BLM representative
on location while running all casing strings and cementing.

5. Mud Program and Circulating Medium:
0 - 4100' 3% KCL water as necessary in order to clean the hole.

4100' - T.D. to be drilled with mud, water based, gel-chemical
weighted to 10.5 ppg. or as necessary for gas control.

No chromate additives will be used in mud system on Federal and Indian

lands without prior BLM approval to ensure adequate protection of fresh
ater aquifers.

6. Coring, Logging and Testing Program:

No coring

Logging will consist of Dual Laterolog, CDL, CNL and Gamma Ray w/
caliper

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or after
completion of operations being performed, in accordance with 43 CFR 3164.
Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data
obtained and complied during the drilling, workover, and/or completion
operations, will be filed with form 3160-4. Samples (cuttings, fluids,
and/or gases) will be submitted when requested by the authorized
officer(A0).

7. Abnormal Conditions, Bottom Hole Pressures and Potential Hasards:
None expected
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W.C. Investments . .

Duck Creek #71-9
Section 9, T9S, R20E, S.L.B.& M.

8. Anticipated Starting Dates and Notifications of Operations:
Location Construction: A.S.A.P. after approval is given
Spud Date: February 1, 1985

No location will be constructed or moved, no well will be plugged, and
no drilling or workover equipment will be removed from a well to be placed
in a suspended status without prior approval of the AO0. If operations are
to be suspended, prior approval of the A0 will be obtained and
notification given before resumption of operations.

The spud date will be reported orally to the A0 within 48 hours after
spudding. If the spudding occurs on a weekend or holiday, the report will
be submitted on the following regular working day. The oral report will
be followed up with a Sundry Notice.

In accordance with Onshore 0il and Gas Order No. 1, this well will be
reported on Form 3160-6 "Monthly Report of Operations", starting with the
month in which operations commence and continue each month until the well
is physically plugged and abandoned. This report will be filed, in
duplicate, to the Vernal BLM District Office, 170 South 500 East, Vernal,
Utah 84078.

Tmmediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance with
the requirements of NTL-3A or its revision.

If a replacement rig is contemplated  for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the A0, and all conditions of +this approved plan are
applicable during all operations conducted with the replacement rig.

Should the well be successfully completed for production, the A0 will
be notified when the well is placed in a producing status. Such
notification will be sen by telegram or other written communication, not
later than 5 days following the date on which the well is placed on
production,

Pursuant to NTL-2B, with the approval of the District Fngineer,
produced water may be temporarily disposed of into wunlined pits for a
period of up to 90 days. During the period so authorized, an application
for approval of the permanent disposal metnod, along with the required
water analysis and other information, must be submitted to the District
Engineer,
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W.C. Investments . ‘

Duck Creek #71-9
Section 9, T93, R20E, S.L.B.& M.

Pursuant to NTL-4A, lesses or operators are authorized to vent/flare
gas during initial well evaluation tests, not exceeding a period of 30
days or +the production of 50 MMCF of gas, whichever occurs first. An
application must be filed with +the District Engineer and approval

received, for any venting/flaring of gas beyond the initial 30 day
authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted +to the appropriate District
O0ffice within 30 dJdays of installation or first production, whichever
occurs first. All site security regulations as specified in 43 CFR 3162.7
shall be adhered to. A1l product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.4.

A first production conference will be scheduled within 15 days after
receipt of the first production notice.

No well abandonment operations will be commenced without prior
approval of the AO. 1In the case of newly drilled dry holes or failures,
and in emergency situations, oral approval will be obtained from the SO.
A "Subsequent Report of Abandonment" Form 3160-5, will be filed with the
A0 within 30 days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the
surface reclamation work required by the apoproved APD or approved
abandonment notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore 0il and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner which
conforms with applicable TFederal laws and regulations and with State and
local laws and regulations to the extent that such State and local laws
and regulations to +the.- extent +that such State and local 1laws are
applicable to operations on Federal or Indian lands,
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13 POINT SURFACE USE PLAN
W.C. INTERPRISES, LTD
DUCK CREEK #71-9
SECTION 9, T9S, R20E, S.L.M.

UINTAH COUNTY, UTAH



W.C. INTERPRISES, LTD . .

Duck Creek #71-9
Section 9, T9S5, R20E, S.L.M.

1. EXISTING ROADS

A For the location of the proposed well and the existing roads, see
attached Topographic Maps "A" and "B". The proposed well is located
approximately 3 miles South of Ouray, Utah,

B. The proposed 1location is approximately 3 miles South of Ouray, Utah,
To reach the location, take the county road approximately 2.35 miles South
of Ouray. Then go East on o0il field road 1.4 miles to proposed road. The
well location and proposed access route are located in Section 9, Township
9 South, Range 20 East, Uintah County, Utah,

C. The propsed route is outlined on Topographic Map "B".

D. See Topographic Map "B".

E. DNot applicable.

F. Access to the well site will be over existing county roads., The
proposed access road will be crowned and ditched so as to accommodate rig

traffic. See Topo Map "B" for details of the access road.

2. PLANNED ACCESS ROAD

See attached Topographic Map "B".

The planned access road (total length) will be approximately 0.5 miles in
length and will comply with the general specifications as outlined.

(1) The proposed access road will be a 32 foot crown road usable 16 feet
on either side of the centerline, with drain ditches along either side of
the proposed road where it is determined necessary in order to handle any

run off from any normal weather conditions that are prevalent to this
area,

(2) The maximum grade of the proposed access road will be 4%, but will
not exceed this amount.

(3) ©No turnouts are planned for the length of the proposed access road,
so that additional cut disturbance on the proposed access can be kept to a
minimum. Line of sight vision is such that turnouts are not necessary,

(4) Drainage design of the proposed access road will avoid unnecessary
disturbance of natural runoff patterns., Drainage will be implemented so
as not to cause siltation or accumulation of debris,

(5) Surfacing material shall be the native borrow material from the cut
areas and will Dbe wused to stabilize the road surface and location. No

other material for construction is anticipated.

(6) No fences will be crossed in order to access the proposed location;
no cattle guard will be needed.
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W.C. INTERPRISES, LTD. .

Duck Creek #71-9
Section 9, T9S, R20E, S.L.M.

7. The road has been center-line flagged for the full distance of the
proposed route.

3. LOCATION OF EXISTING WELLS -~ Within a one mile radius

(1) Water Wells - None

(2) Abandoned Wells - None

(3) Temproarily abandoned Wells - None

(4) Disposal Wells - None

(5) Drilling Wells - None

(6) Producing Wells 4, DC 7-16, DC 6-16, DC 16-16, ND 8-15, ND 9-15 GR
DC 67-9

(7) shut in Wells - 1, DC 2-10
(8) Injection Wells - None
(9) Monitoring Wells - None

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

A. Existing production facilities located within on mile of the proposed
well are:

(1) Tank batteries - KNone

(2) Production facilities - DC 7-16, DC 6-16, DC 16-16, ND 8-15 (All
facilities located on pad)

(3) 0il gathering lines - None

(4) Gas gathering lines - None

(5) There are no injection lines in the area.

(6) There are no disposal lines in the area.

There are no known gas lines in the immediate area at this time.

B. The attached diagram "A" shows the proposed production facilities that
will be wutilized in the event this well produces gas. All production
facilities will be kept on the pad.

Construction materials will be native borrow or cut exposed on the site,
and will be consistent with accepted o0il field standards and good
engineering practices,

A three strand barbed wire fence will be constructed and maintained around
any disposal pits during the drilling and completion phase of the well,
When these pits are no longer needed or within 90 days, they will be
covered over with native borrow material and rehabilitated to conform with
the provisions of the rehabilitation agreement of BIA standards.
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W.C. INTERPRISES, LTD. .

Duck Creek #71-9
Section 9, T9S, R20E, S.L.M.

Guard rails will be constructed around the well head to prevent access to
livestock or wildlife.

Rehabilitation of the pits is discussed above. The remaining pad not used
for producing operations will be recontoured to conform with +the natural
grade and covered with topsoil saved on the site. This area will be
reseeded as per BIA specifications.

5. LOCATION AND TYPE OF WATER SUPPLY

A. VWater to be used to drill this well will be havled by truck from the
White River. Access point for the water will be near +the VWhite River
bridge in Section 4, T9S, R20E, Uintah County, Utah. Permit for this
water will be purchased from the Bureau of Indian Affairs, prior to the
drilling operations.

B. Water will be hauled by truck (Liquid Transport of Duchesne, PSC
#1969) on the above described access route. See access route on Topo Map
"B". ©No new roads or pipelines will be needed for this purpose.

C. No water well will be drilled.

6. SOURCE OF CONSTRUCTION MATERIALS

A, All construction materials for this location site and access road
shall be native borrow rock and soil accumulated during the construction.
No additional road gravel or pit lining materials are anticipated at this
time, but if they are required, appropriate action will be taken +to
acquire them from private sources after notification is given to the
proper regulatory agencies,

B. Items described in part "A" are from BIA regulated lands.
C. See part "A".
D. DNo other access roads are required other than described in Item 2.

7. METHODS OF HANDLING WASTE DISPOSAL

A. Drill cuttings, drilling fluids, salts, chemicals and produced fluids
will be disposed of in the reserve pit on the location pad. -

B. See "A" above for disposal of drilling fluids,
C. ©See "A" above for disposal of produced water.

D. A portable chemical toilet will be provided for human waste during the
drilling phase.

E. Garbage and other waste materials will be contained in a wire mesh
cage and then disposed of in an approved waste disposal facility.
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W.C. INTERPRISES, LTD. .

puck Creek #71-9
Section 9, T9S, R20E, S.L.M.

F. TImmediately after the drilling rig moves off the 1location, the
remaining trash and garbage will be collected, and hauled away by truck.
The reserve pit will be fenced on the open side to protect domestic
animals and wildlife. This pit will be utilized during the completion and
testing phase of the well for storage of produced fluids.

8. ANCILLARY FACILITIES

No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT

See attached Location Layout sheet which shows the following items:
A. Cross section of the pad showing details of the cuts and fills.

B. Location of +the reserve pits, pipe racks, living facilities and
topsoil stockpile and excess "cut" stockpile.

C. Rig orientation, parking areas and access road.
D. Pits will be lined to conserve water and will be fenced on the fourth
side at the completion of operations. Proper NTL-2B notices will be filed

if well produces water.

10. DPLANS FOR RESOTRATION OF SURFACE

In the event of a dry hole, pits will be allowed to dry and will then be
backfilled and waste pits will be backfilled. The 1location will Dbe
restored to as near the original contour as feasible and then reseeded.

(1) TUpon completion of the testing phase of the well, the areas not
needed for access to the well and used for producing operations shall be
filled and recontoured to blend with the surrounding topography and the
stockpiled soil redistributed over the unused disturbed area. After final
plugging and abandonment of the well, the entire disturbed area will be
contoured and topsoil spread over any previously disturbed area.

(2) The revegetation of the drill site area and access not needed to
carry on production operations will be reseeded with a seed mixture
recommended by the BIA, It will be performed at a +time of the year when
the moisture content of the soil is adequate for germination, The Lessee
agrees that all of the clean up and restoration activities shall be done

in a diligent and timely manner and in conformity with the above mentioned
items 7 and 10 (1).

(3) All pits will be fenced prior to disposal of any waste material and
the open side of the reserve pit will be fenced before removing the rig

from location. The fences will be maintained in good condition until Item
(1) is started.

(4) Any o0il or condensate on any temporary pit will be removed in a
timely manner. Overhead flagging or netting will te installed on any
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W.C. INTERPRISES, LTD. .

Duck Creek #71-9
Section 9, T9S, R20E, S.L.M.

pit used to handle well fluids during the producing life of the well.

(5) Restoration activities shall begin within 90 days after the
completion of the well. Once completion activities have begun, they shall
be completed within 30 days. All wellhead and surface equipment will be
painted to blend with the environment, according to BIA specifications.

11. OTHER INFORMATTION

Topography of +the general area is relatively flat rolling terrain
consisting of clay and stabilized sand dunes,

Vegetation in the area consists of four-wing saltbrush, tumbleweed, cotton
‘horn horsebrush, spiny hop sage, curly grass, matclkweed, greasewood, and a
sparse population of Indain ricegrass.

Wildlife consists of reptiles, small rodents and birds.

Livstock grazing and mineral exploration are the only surface use
activities in the area, A1l lands involved with this location are
controlled by the BIA. ’

There is no water in the immediate vicinity of this location. No occupied
dwellings or known archeaological or cultural sites are in the area of
this location.

12, W.C. Investments representative for this operation will be Mr. Gary
Bagley, General Manager, 4901 West 2100 South, Salt ILake City, Utah
84120, telephone 1-801-531-8446.

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist, that the statements made in
this Plan are to the best of my knowledge, true and correct; and that the
work associated with the operations proposed herein will be performed by
W.C. Investments, it's contractors and subcontractors in conformity with
this Plan and the terms and conditions under which it is approved.

DATE /;,/ @;/ 7t éw 4,

Gary Bgfley
General Manager
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BUREAU OF INDIAN AFFATIR
ADDITIONAL PROVISIONS TO THE SURFACE USE AND OPFRATING PLAN
1. FIREARMS:

Employees of W.C. Investments, contractors and subcontractors have been
unstructed not +to carry firearms on the Uintah and Ouray Indian
Reservation.

2. OFF ROAD TRAFFIC:

Employees of W.C. Investments, contractors, and subcontractors have been
instructed to remain only on established roads and well sites.

3. FIREWOOD:

Employees of W.C. Investments, contractors and subcontractors have been
notified of the requirements of the Bureau of Indian Affairs to obtain a
wood permit from the Forestry Section before gathering any wood on the
Uintah and Ouray Indian Reservation.

4. RESTORATION:

A1l topsoil will be stripped and stockpiled. VWhen all drilling and
production activities end or if abandonment is required, the location site
and access road will be reshaped to the original contour and stockpiled
topsoil spread over the disturbed area. Any drainages rerouted during the
construction activities shall be restored as near as possible to their
original line of flow. Restoration activities shall begin when the pit is
sufficiently dry. Once activities have been completed, the location site
and access road shall be reseeded with a seed mixture recommended by the
Bureau of Indian Affairs when the moisture content of the soil is adequate
for seed germination.

5. DISPOSAL OF PRODUCED WATERS:

No produced water is anticipated. However, if water is produced, Belco
Petroleum Corporation will comply with all requirements of NTL-2B.

6. SIGNS

A sign stating the following shall be placed on the access road to the
location site:

AUTHORIZED PERSONNEL ONLY
W.C. INVESTMENTS, LTD
WELL IDENTIFICATION
FIREARMS ARE PROHIBITED
THIS LAND IS OWNED BY THE UINTAH AND
OURAY INDIAN RESERVATION
PERMITS TO CUT FIREWOOD MUST BE OBTAINED
FROM THE BIA FORESTRY SECTION PRIOR TO
CUTTING OR GATHERING ANY WOOD ALONG THIS ROAD.
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7. RIGHTS OF WAYS:

Right-of-way and damages will be paid as per the re-survey by Uintah
Engineering and their affidavit of completion.

8. PERMITS FOR WATER OR EARTH FILL:

Water for +this operation will be obtained from the White River, near the
White River bridge in Section 4, T9S, R20E. Permit for water will be
purchased before the drilling operations commence.

9. WEED CONTROL:

W.C. Investments will initiate a plan for controlling noxious weeds
alongside the location and road in accordance with BIA specifications.

10. LITTER:

A1l litter will be contained in a trash cage and removed from the location
at the end of drilling and completion activities, The area will be
groomed and cleaned before removal of the cage.

11. BENCH MARKS:

A Bench Mark will be established near the well site, set in concrete with
a brass cap showing the well number and the elevation of the site.

DATE: /z,/z//f% QM Mg%,

Gary B#zley
General Manager
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STATE OF UTAH Scoft M. Matheson, Governor
NATURAL RESOURCES Temple A. Reynolds. Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D.. Division Director

4241 Siate Office guilding - Salt Loke City. UT 84114 - 801-533-57741

January 8, 1985

W. C. Investments -
4901 West 2100 South
salt Lake City, Utah 84120

Gentlemen:

Re: Well No. Duck Creek #71-9 - NE NE Sec 9, T. 95, R. 20E
1171 FNL, 1272' FEL - Uintah County, Utah

Approval to drill the above referenced gas well is hereby granted in
accordance with Order of Cause No. 187-3 dated August 25, 1983 subject to the

following stipulations:

1. Prior to commencement of drilling, receipt by the Division of
evidence providing assurance of an adequate and approved supply of
water.

2. Special attention is directed to compliance with the Order for Cause

No. 190-5 dated January 27, 1983, which prescribes drilling
procedures for oil shale designated areas.

In addition, the following actions are necessary to fully comply with this
approval:

1. Spudding notification tc the Division within 24 hours after drilling
operations commence.

2. Submittal to the Division of completed Form 0GC-8-X, Report of Water
Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is
necessary to plug and abandon this well. Notify John R. Baza,
Pe troleum Engineer, (office) (801) 538-5340, (Home) 298-7695 or
R. J. Firth, Associate Director, (Home) 571-6068.

4, Compliance with the requirements and regulations of Rule C-27,

Associated Gas Flaring, General Rules and Regulations, 0il and Gas
Conservation.

an egua: cooontunty empicyer - please recycie paper
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5. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway oOTr an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31598.

Sincerely,

R./J.Firth
ASsociate Director, 0il & Gas

as
* Enclosures
cc: Branch of Fluid Minerals
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October 24, 1985

Mr. Gary Bagley

We C. Investments

4901 West 2100 South

Salt Lake City, Utah 84120

Re: Wells Wo..Zl=0 add 70-30

Secs 9, T.98., R.20€. and
Sec. 30, T.85., R.ZlE,
Uintah County, Utah

Dear Mr. Bagley:

We are returning the APD's which you submitted December 1984 and January
1985 per our phone conversation of October 22, 1985. If you decide to
reinstate these locations in yowy drilling plans, then resubmit them to us
at that time. '

Sincerely,

22;2?//2?{AM&*

)jﬁij:5/?%¢§??(a

David W. Moore
Acting Area Manager
e Bookcliffs Resource Area

finclosures
GDarlington/vl

te! well Ciles
Div. &if,&ast— an/‘nci




| -
k‘; a STATE OF UTAH Norman H. Bangerter, Governor
_ v NATURAL RESOURCES

Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Tempile - 3 Triad Center « Suite 350 « Salt Lake City, UT 84180-1203 - 801-538-5340

March 28, 1986

W. C. Investments
4901 West 2100 South
Salt Lake City, Utah 84120

Gentlemen:

RE: Well No. Duck Creek 71-9, Sec.9, T.9S, R.20E,
Uintah County, Utah, AP1 NO. 43-047-31598

In concert with action taken by the U.S. Bureau of Land
Management, approval to drill the above referenced well is hereby
rescinded. A new Application for Permit to Drill must be filed

with this office for approval, prior to future drilling of the
subject location.

If any previously unreported operations have been performed on
this well location, it is imperative that you notify the Division

of 0il, Gas and Mining immediately.
LA D
A

etroleum Enginee

cc: BLM=Vernal
D. R. Nielson

R. J. Firth
Well file
0278T-6

an equal opportunity empioyer
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